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Architect W400B 
Low divergent, high power, full color, full diode, static architectural laser source 
Total optical power 412 W consisting of: 114 W red, 188 W green, 110 W blue 
Total luminous flux: 120 400 lm 
Water cooled version 

General specifications Red Green Blue White 

Optical power 114 W 188 W 110 W 412 W 

Laser wavelength 637 nm 525 nm 455 nm - 

Laser wavelength tolerance ± 5 nm 

Linear polarization Yes 

Beam matrix structure 12 red, 4 green, 1 blue beams 

Total beam matrix size 220 x 380 mm 

Beam full angle divergence 8x3 mrad 6x3 mrad 4x4 mrad ~ 5 mrad 

Luminous efficiency * 138 lm/W 542 lm/W 33 lm/W - 

Calculated luminous flux * 15 700 lm 101 900 lm 3 600 lm 121 200 lm 

Module life time >10 000 h > 20 000 h > 20 000 h - 

NOHD 2.9 km 

Cooling Water + 15% glycol, 6-10 l/min, 20 degree Celsius 

Dimming 0 - 100 % 

Operating temperature range 5 – 40 C 

Storage temperature range -10 – 80 C

IP rating 
Light source IP67, electronics IP65, 
for permanent outdoor installation 

Warranty 2 years or 2 000 hours 

Control signal input DMX and 3x potentiometer 

Laser power consumption < 2.2 kW 

Dimensions (LxWxH) 600x600x400 mm (preliminary) 

Weight TBD 

Chiller model (recommended) SMC HRR030-A-20 

Chiller cooling method Air-cooling 

Chiller ambient temperature/Humidity/Altitude 5 – 40 °C / 30 – 70 % / less than 3000 m 

Chiller power consumption < 1.6 kW 

Chiller dimensions 483x686x399 mm 

Chiller weight 46 kg 
* according to human photopic eye response
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